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On June 1, 2026, the PRIMERGY RX4770 M8 set a new world record in the 
SAP Quote-to-Cash (Q2C) Standard Application Benchmark for 4-socket 
systems with 80 million initial documents, delivering an outstanding 
53,500 benchmark users (as of 2026-06-01). 

 

Powered by four Intel Xeon 6788P processors and 4,096 GB of DRAM, the PRIMERGY 
RX4770 M8 achieved this result running SAP S/4HANA 2021, SAP HANA 2.0, and SUSE Linux 
Enterprise Server 15. 

Below is a brief benchmark overview and the published comparison data. 

SAP Q2C Standard Application Benchmark 
Introduced in 2025, the SAP Quote-to-Cash (Q2C) Standard Application Benchmark 
measures a mix of transactional and analytical SAP workloads, making it more 
representative of modern business environments than the classic SD benchmark. 
Benchmark results depend on the underlying memory size and document volume, so only 
systems tested with the same number of initial documents can be compared directly. 
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SAP Q2C Benchmark Publications: 
 4-Socket Systems with 80 Million Initial Documents  
 As of 2026-06-01 
 

 
 

The PRIMERGY RX4770 M8 establishes a new world-record publication in the 4-socket 
category for systems with 80 million initial documents and surpasses the published IEIT 
result at the same document volume. 

The published result of 53,500 Q2C benchmark users corresponds to a throughput of 
258,200 aSAPS. 

Compared with the RX2540 M8, the RX4770 M8 delivers 1.9x higher throughput while 
supporting twice the document volume. 
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MP SuperServer SYS-241E-TNRTTP (SuperMicro)
Intel Xeon Platinum 8490H processor, 1.9 GHz

IEIT SYSTEM NF8480-M7-A0-R0-00 (IEIT SYSTEMS)
Intel Xeon Platinum 8490H processor, 1.9 GHz

HPE ProLiant DL560 Gen11 (HPE)
Intel Xeon Platinum 8490H, 1.9 GHz

MP SuperServer SYS-442B-NR (SuperMicro)
Intel Xeon 6788P processor, 2.0 GHz

BullSequana SH41 (Eviden)
Intel Xeon 6788P processor, 2.0 GHz

MP SuperServer SYS-442B-NR (SuperMicro)
Intel Xeon 6788P processor, 2.0 GHz

IEIT SYSTEMS NF8480-M8-A0-R0-00 (IEIT SYSTEMS)
Intel Xeon 6788P processor, 2.0 GHz

PRIMERGY RX4770 M8 (Fsas Technologies)
Intel Xeon 6788P processor, 2.0 GHz

Q2C Benchmark User

Benchmark Users by Server No.1
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Result Details for Publications with 80 Million Initial Documents Running 
on a 4-Socket Server 

Certification number: 2025010; IEIT SYSTEM NF8480-M7-A0-R0-00; 4 processors / 240 
cores / 480 threads; 4096 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash 
(Q2C) Standard Application Benchmark; 2-tier configuration; Bare-Metal environment; 
SAP S/4HANA 2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 30,080 benchmark 
users; 150,300 aSAPS; https://www.sap.com/dmc/benchmark/2025/Cert25010.pdf 

Certification number: 2025023; HPE ProLiant DL560 Gen11; 4 processors / 240 cores / 
480 threads; 4096 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash (Q2C) 
Standard Application Benchmark; 2-tier configuration; Bare-Metal environment; SAP 
S/4HANA 2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 30,600 benchmark users; 
147,800 aSAPS; https://www.sap.com/dmc/benchmark/2025/Cert25023.pdf 

Certification number: 2055066; MP SuperServer SYS-442B-NR; 4 processors / 344 cores / 
688 threads; 6144 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash (Q2C) 
Standard Application Benchmark; 2-tier configuration; Bare-Metal environment; SAP 
S/4HANA 2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 45,200 benchmark users; 
218,300 aSAPS; https://www.sap.com/dmc/benchmark/2025/Cert25066.pdf 

Certification number: 2025041; BullSequana SH41; 4 processors / 344 cores / 688 
threads; 4096 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash (Q2C) Standard 
Application Benchmark; 2-tier configuration; Bare-Metal environment; SAP S/4HANA 
2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 48,500 benchmark users; 234,600 
aSAPS; https://www.sap.com/dmc/benchmark/2025/Cert25041.pdf 

Certification number: 2025069; MP SuperServer SYS-442B-NR; 4 processors / 344 cores / 
688 threads; 6144 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash (Q2C) 
Standard Application Benchmark; 2-tier configuration; Bare-Metal environment; SAP 
S/4HANA 2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 48,840 benchmark users; 
236,300 aSAPS; https://www.sap.com/dmc/benchmark/2025/Cert25069.pdf 

Certification number: 2026009; IEIT SYSTEMS NF8480-M8-A0-R0-00; 4 processors / 344 
cores / 688 threads; 6144 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash 
(Q2C) Standard Application Benchmark; 2-tier configuration; Bare-Metal environment; 
SAP S/4HANA 2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 50,700 benchmark 
users; 246,000 aSAPS; https://www.sap.com/dmc/benchmark/2026/Cert26009.pdf 

Certification number: 2026034; PRIMERGY RX4770 M8; 4 processors / 344 cores / 688 
threads; 4096 GB DRAM; 80 Million Initial Documents, SAP quote-to-cash (Q2C) Standard 
Application Benchmark; 2-tier configuration; Bare-Metal environment; SAP S/4HANA 
2021; SAP HANA 2.0; SUSE Linux Enterprise Server 15; 53,500 benchmark users; 258,200 
aSAPS; https://www.sap.com/dmc/benchmark/2026/Cert26034.pdf 
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Overall, the PRIMERGY RX4770 M8 stands out as a strong choice for large-scale SAP 
environments. 

References 
SAP  

▪ SAP Standard Application Benchmarks 
▪ SAP Q2C benchmark results 
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