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Speed up your SAP IT to real time 

 
 

Running reports in SAP environments has 
always been associated with long waiting 
times, and that is why SAP in-memory 
technology was introduced, to enable real-
time insights and accelerate transactional 
workloads. That is the theory behind the 
technology, but in practice the desired 
benefits can only materialize if the complete 
solution stack has been designed 
appropriately. 

 

PRIMEFLEX for SAP HANA 
The fast track to benefits and optimization is 
based on PRIMEFLEX for SAP HANA® from 
Fsas Technologies. It is a pre-defined and 
pre-tested infrastructure solution based on 
PRIMERGY servers with Intel® Xeon® 
processors which makes full use of the latest 
in-memory architecture from SAP. 
 
All components are SAP-certified so that no 
potential service hassles arise. Fsas 
Technologies makes sure that you get the 
right configuration for leveraging the full 
capabilities of real-time analytics and 
reporting. 
 
With comprehensive implementation services 
and a single point of contact for support, 
PRIMEFLEX for SAP HANA optimizes the 
entire lifecycle of SAP environments—from 
deployment to ongoing operation and 
maintenance. 
 
PRIMEFLEX for SAP HANA is offered as an 
appliance, with a fully certified hardware 
stack. Alternatively, Tailored Datacenter 
Integration (TDI) is available for custom 
configurations that are tailored for a specific 
workload, based on a sizing by SAP experts. 
Additionally, there are virtualization options 
based on KVM and VMware vSphere 
available.  

Benefits 
◼ Best-in-class performance: Achieve 

exceptional performance with tailored 
solutions that ensure SAP HANA runs 
smoothly, maximizing the speed and 
efficiency of data processing. 

◼ Reduced Downtime: Benefit from high 
availability configurations and disaster 
recovery options that minimize downtime, 
ensuring continuous access to crucial 
business applications and data. 

◼ Protect your business 

Ensure your systems and data are 
secure leveraging a resilient and 
secure, always-on architecture that 
keeps your organization running 
without heavy intervention. 

◼ Reduce IT risk, costs and energy 
consumption 

Start with what you need and scale as 
you grow. Create a sustainable 
infrastructure design, reducing your 
hardware footprint and associated 
power and cooling requirements.  

◼ Get fast time to production  
Mitigate deployment risks and benefit 
from up to 80% reduced 
implementation time with a 
standardized implementation service 
from Fsas Technologies. 

◼ Enjoy world-class support 
Single point of contact for support for 
the complete hardware and software 
stack, dramatically improving the time 
to incident resolution. Solution 
Support delivered by a team of Subject 
Matter experts. 
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Technical details 
 

 

Server Model   PRIMERGY RX2540 M8  
 

Chassis RX2540 M8 16x 2.5" (Appliance) 
 RX2540 M8 – any chassis (TDI¹) 
 CPU Options (Appliance): 2x Intel Xeon 6787P 
  CPU Options (TDI¹): 2x Intel® Xeon® CPU (8 cores or more) 

 

Memory Options (no mix) Total RAM: 256GB to 8TB³ 

 16x or 32x 16GB (1x16GB) 1Rx8 DDR5-6400 R ECC 

16x or 32x 32GB (1x32GB) 1Rx4 DDR5-6400 R ECC 

16x or 32x 32GB (1x32GB) 2Rx8 DDR5-6400 R ECC 

16x 32GB (1x32GB) 2Rx8 DDR5-8800 MR ECC 

16x or 32x 64GB (1x64GB) 2Rx4 DDR5-6400 R ECC 

16x 64GB (1x64GB) 2Rx4 DDR5-8800 MR ECC 

16x or 32x 96GB (1x96GB) 2Rx4 DDR5-6400 R ECC 

16x or 32x 128GB (1x128GB) 2Rx4 DDR5-6400 R ECC 

16x, 24x² or 32x 256GB (1x256GB) 8Rx4 DDR5-6400 3DS ECC 

Memory Options (memory mixing) 16x 16GB (1x16GB) 1Rx8 DDR5-6400 R ECC + 16x 32GB (1x32GB) 2Rx8 DDR5-6400 R ECC 

  16x 32GB (1x32GB) 1Rx4 DDR5-6400 R ECC + 16x 64GB (1x64GB) 2Rx4 DDR5-6400 R ECC 

PCIe SSD Options (no mix) SSD PCIe5 1.6TB MU 2.5' H-P (Seagate Nytro 5560H NVMe) 

SSD PCIe5 3.2TB MU 2.5' H-P (Seagate Nytro 5560H NVMe) 

SSD PCIe5 6.4TB MU 2.5' H-P (Seagate Nytro 5560H NVMe) 

SSD PCIe5 12.8TB MU 2.5' H-P (Seagate Nytro 5560H NVMe) 
 

SSD Options (SAS, no mix) SSD SAS 24G 1.6TB MU 2.5' H-P (Kioxia PM-7) 

SSD SAS 24G 3.2TB MU 2.5' H-P (Kioxia PM-7) 

SSD SAS 24G 6.4TB MU 2.5' H-P (Kioxia PM-7) 

with PRAID EP680i 
  

Boot device / OS Disks Options  1x PDUAL CP300 FH/LP with 2x SSD SATA 6G 240GB/480GB/960GB M.2 N H-P 

2x SSD PCIe5 1.6TB MU 2.5' H-P 

1x PRAID EP680i with 2x SSD SATA 6G 480GB MU 2.5' H-P 
 

LAN Options  PLAN EP MCX6-DX 2X 100G QSFP28 PCIE LP, 

 PLAN EP X710-T4L 4x10GBASE-T PCIE LP, PLAN EP P210P 2x10Gb SFP+ LP 

 PLAN CP 4x1Gbit Cu Intel I350-T4 OCPV3 
 

Power Supplies 2x Modular PSU 900W titanium hp 

2x Modular PSU 1600W titanium hp 

2x Modular PSU 2400W titanium hp 

2x Modular PSU 2400W PSU DC 
 

  
 
¹Tailored Datacenter Integration: Sizing according to SAP Guidelines required 
²unbalanced memory configuration in 2:1:2:1population 

³max. 4TB/socket for Appliance configs 
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Server Model   PRIMERGY RX8770 M7 
 

Chassis RX8770 M7 
 CPU Options (Appliance): 4x or 8x 4th Generation Intel® Xeon® Platinum 8490H 
 CPU Options (TDI¹): 4x or 8x 4th Generation Intel® Xeon® Platinum CPU 

 

Memory Options (no mix) Total RAM: 512GB to 16TB³ (Appliance) or 24TB (TDI¹) 

32x, 64x or 128x 16GB (1x16GB) 1Rx8 DDR5-5600 R ECC 

32x, 64x or 128x 32GB (1x32GB) 1Rx4 DDR5-5600 R ECC 

32x, 64x or 128x 32GB (1x32GB) 2Rx8 DDR5-5600 R ECC 

32x, 64x or 128x 64GB (1x64GB) 2Rx4 DDR5-5600 R ECC 

32x, 64x or 128x 96GB (1x96GB) 2Rx4 DDR5-5600 R ECC 

32x, 64x or 128x 128GB (1x128GB) 2Rx4 DDR5-6400 R ECC 

32x, 64x or 96x² 256GB (1x256GB) 8Rx4 DDR5-5600 3DS ECC 

Memory Options (memory mixing) 16x 16GB (1x16GB) 1Rx8 DDR5-6400 R ECC + 16x 32GB (1x32GB) 2Rx8 DDR5-6400 R ECC 

  16x 32GB (1x32GB) 1Rx4 DDR5-6400 R ECC + 16x 64GB (1x64GB) 2Rx4 DDR5-6400 R ECC 

PCIe SSD Options (no model mix) SSD PCIe4 3.2TB Mixed-Use 2.5' H-P EP (Kioxia CM6-V) 

SSD PCIe4 12.8TB Mixed-Use 2.5' H-P EP (Kioxia CM6-V) 

SSD Options (SAS, no model mix) SSD SAS 12G 800GB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 12G 1.6TB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 12G 3.2TB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 12G 6.4TB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 24G 1.6TB Mixed-Use 2.5' H-P EP (Kioxia PM-7) 

SSD SAS 24G 3.2TB Mixed-Use 2.5' H-P EP (Kioxia PM-7) 

SSD SAS 24G 6.4TB Mixed-Use 2.5' H-P EP (Kioxia PM-7) 
  

Boot device / OS Disks Options  1x PDUAL CP300 FH/LP with 2x SSD SATA 6G 240GB M.2 N H-P 

 2x SSD SATA 6G 240GB M.2 N H-P 

2x SSD PCIe4 1.6TB Mixed-Use 2.5' H-P EP 

 1x PRAID EP680i with 2x SSD SATA 6G 480GB Mixed-Use 2.5' H-P EP 
 

LAN Options   PLAN CP 4x1Gbit Cu Intel I350-T4 

 PLAN EP E810-CQDA2 2X 100G QSFP28 PCIe (RX8770 M7) 

  PLAN EP X710-DA2 2x10Gb SFP+ FH (RX8770 M7) 
  

Power Supplies 4-6x Modular PSU 2600W titanium  
 

  
 

¹Tailored Datacenter Integration: Sizing according to SAP Guidelines required 
²unbalanced memory configuration in 2:1:2:1population 
³max. 3TB/socket for OLAP workloads, max. 4TB/socket for OTLP workloads 
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Server Model  PRIMERGY RX4770 M7 
 

Chassis RX4770 M7 8x Gen4 or RX4770 M7 8x Gen5 (Appliance) 
 RX4770 M7 – any chassis (TDI¹) 

 CPU Options: 2x or 4x 4th Generation Intel® Platinum 8490H (Appliance) 
CPU Options: 2x or 4x 4th Generation Intel® Gold or Platinum CPU (TDI¹) 

 

Memory Options (no model mix) Total RAM: 256GB to 8TB (Appliance ³) or 16TB (TDI ¹) 

16x, 32x or 64x 16GB (1x16GB) 1Rx8 DDR5-4800/5600 R ECC 

16x, 32x or 64x 32GB (1x32GB) 2Rx8 DDR5-4800/5600 R ECC  

16x, 32x or 64x 32GB (1x32GB) 1Rx4 DDR5-4800/5600 R ECC  

16x, 32x or 64x 64GB (1x64GB) 2Rx4 DDR5-4800/5600 R ECC  

16x, 32x or 64x 96GB (1x96GB) 2Rx4 DDR5-5600 R ECC  

16x, 32x or 64x 128GB (1x128GB) 4Rx4 DDR5-4800/5600 R 3DS ECC 

16x, 32x, 48x ² or 64x 256GB (1x256GB) 8Rx4 DDR5-4800/5600 R 3DS ECC  

Memory Options (memory mixing) 16x 16GB (1x16GB) 1Rx8 DDR5-5600 R ECC + 16x 32GB (1x32GB) 2Rx8 DDR5-5600 R ECC 

  16x 32GB (1x32GB) 1Rx4 DDR5-5600 R ECC + 16x 64GB (1x64GB) 2Rx4 DDR5-5600 R ECC 

32x 16GB (1x16GB) 1Rx8 DDR5-5600 R ECC + 32x 32GB (1x32GB) 2Rx8 DDR5-5600 R ECC 

  32x 32GB (1x32GB) 1Rx4 DDR5-5600 R ECC + 32x 64GB (1x64GB) 2Rx4 DDR5-5600 R ECC 

 

PCIe SSD Options (no Model Mix)  SSD PCIe5 1.6TB Mixed-Use 2.5' H-P EP (Kioxia CM7-V / Seagate Nytro 5560H) 

SSD PCIe5 3.2TB Mixed-Use 2.5' H-P EP (Kioxia CM7-V / Seagate Nytro 5560H) 

SSD PCIe5 6.4TB Mixed-Use 2.5' H-P EP (Kioxia CM7-V / Seagate Nytro 5560H) 

SSD PCIe5 12.8TB Mixed-Use 2.5' H-P EP (Kioxia CM7-V / Seagate Nytro 5560H) 

SSD Options (SAS, no model mix) SSD SAS 12G 800GB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 12G 1.6TB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 12G 3.2TB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 12G 6.4TB Mixed-Use 2.5' H-P EP (Seagate Nytro) 

SSD SAS 24G 1.6TB Mixed-Use 2.5' H-P EP (Kioxia PM-7) 

SSD SAS 24G 3.2TB Mixed-Use 2.5' H-P EP (Kioxia PM-7) 

SSD SAS 24G 6.4TB Mixed-Use 2.5' H-P EP (Kioxia PM-7) 
  

Boot device / OS Disks Options  1x PDUAL CP300 LP with 2x SSD SATA 6G 240GB M.2 N H-P  

2x SSD SATA 6G 480GB Mixed-Use 2.5' H-P EP 

 1x PRAID EP680i with 2x SSD SATA 6G 480GB Mixed-Use 2.5' H-P EP 
 

LAN Options  PLAN EP MCX6-DX 2X 100G QSFP28 FH 

(no model mix) PLAN EP X710-T2L 2X 10GBASE-T LP 

PLAN CP 4x1Gbit Cu Intel I350-T4 
 

 

Power Supply Options 2-3x Modular PSU 1600W titanium hp 

2-3x Modular PSU 2400W titanium hp 
 

 
¹Tailored Datacenter Integration: Sizing according to SAP Guidelines required 
²unbalanced memory configuration in 2:1:2:1population 

³ max. 1.5TB/socket for OLAP workloads, max. 2TB/socket for OTLP workloads 
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Server Model   RX2540 M7 
 

Chassis RX2540 M7 24x 2.5 NVMe or RX2540 M7 24x 2.5 w/ Expander (Appliance) 
 CPU Options (Appliance): 2x Intel Xeon 8592+ 
  CPU Options (TDI¹): 2x Intel® Xeon® CPU (8 cores or more) 

 

Memory Options (no model mix) Total RAM: 256 to 4TB (Appliance) or 8TB (TDI¹) 

16x or 32x 16GB (1x16GB) 1Rx8 DDR5-5600 R ECC  

16x or 32x 32GB (1x32GB) 2Rx8 DDR5-5600 R ECC  

16x or 32x 32GB (1x32GB) 1Rx4 DDR5-5600 R ECC  

16x or 32x 64GB (1x64GB) 2Rx4 DDR5-5600 R ECC 

16x or 32x 96GB (1x96GB) 2Rx4 DDR5-5600 R ECC  

16x or 32x 128GB (1x128GB) 4Rx4 DDR5-5600 R 3DS ECC  

16x, 24x² or 32x¹ 256GB (1x256GB) 8Rx4 DDR5-5600 R 3DS ECC 

²unbalanced memory configuration in 2:1:2:1population 

³max. 2TB/socket in Appliance Approach 

Memory Options (memory mixing) 16x 16GB (1x16GB) 1Rx8 DDR5-5600 R ECC + 16x 32GB (1x32GB) 2Rx8 DDR5-5600 R ECC 

  16x 32GB (1x32GB) 1Rx4 DDR5-5600 R ECC + 16x 64GB (1x64GB) 2Rx4 DDR5-5600 R ECC 
 

PCIe SSD Options (no model mix) SSD PCIe5 1.6TB Mixed-Use 2.5' H-P EP (Kioxia CM7 or Seagate Nytro 5560H NVMe) 

SSD PCIe5 3.2TB Mixed-Use 2.5' H-P EP (Kioxia CM7 or Seagate Nytro 5560H NVMe) 

SSD PCIe5 6.4TB Mixed-Use 2.5' H-P EP (Kioxia CM7 or Seagate Nytro 5560H NVMe) 

SSD PCIe5 12.8TB Mixed-Use 2.5' H-P EP (Kioxia CM7 or Seagate Nytro 5560H NVMe) 
 

SSD Options (SAS, no model mix) SSD SAS 24G 1.6TB Mixed-Use 2.5' H-P EP (Kioxia PM7) 

SSD SAS 24G 3.2TB Mixed-Use 2.5' H-P EP (Kioxia PM7) 

SSD SAS 24G 6.4TB Mixed-Use 2.5' H-P EP (Kioxia PM7) 
 

Boot Options  1x PDUAL CP300 LP with 2x SSD SATA 6G 240GB/480GB/960GB M.2 N H-P 

2x SSD PCIe5 1.6TB Mixed-Use 2.5' H-P EP 

2x SSD PCIe4 480GB M.2 N H-P 

1x PRAID EP680i with 2x SSD SATA 6G 480GB Mixed-Use 2.5' H-P EP 
 

LAN Options   PLAN EP MCX6-DX 2X 100G QSFP28 LP 

 PLAN EP X710-T2L 2X 10GBASE-T LP 

PLAN CP 4x1Gbit Cu Intel I350-T4 
  

Power Supplies 2x Modular PSU 500W titanium hp 

2x Modular PSU 900W titanium hp 

2x Modular PSU 1600W titanium hp 

2x Modular PSU 2400W titanium hp 
 

 
 
 

¹Tailored Datacenter Integration: Sizing according to SAP Guidelines required 
²unbalanced memory configuration in 2:1:2:1population 
³ max. 1.5TB/socket for OLAP workloads, max. 2TB/socket for OTLP workloads 
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Software 
 

SUSE® Linux Enterprise Server SLES for SAP Applications (SLES4SAP) is a specialized version of SUSE Linux Enterprise Server designed to  
For SAP Applications  optimize and enhance the performance and reliability of SAP software deployments. It includes features 

such as automated installation and configuration tools, high availability extensions, and support for SAP 
HANA databases. By offering tailored support for SAP environments, SLES4SAP aims to provide seamless 
integration, improved system efficiency, and reduced administrative overhead for businesses using SAP 
solutions. 

Red Hat Enterprise Linux Red Hat Enterprise Linux for SAP Solutions is tailored to deliver optimal performance and reliability for  
for SAP Solutions SAP software deployments. It is engineered to support SAP applications and SAP HANA databases, 

providing a secure, consistent, and scalable platform. This version of Red Hat Linux includes features 
such as automated provisioning, high availability capabilities, and advanced security measures to meet 
the demanding requirements of SAP environments. By integrating with Red Hat's ecosystem of 
management and automation tools, it aims to streamline operations and enhance the efficiency of SAP 
workloads for enterprise customers. 

 

PRIMEFLEX for SAP HANA  The Installation Tools for PRIMEFLEX for SAP HANA (PF4SH) are offered by Fsas Technologies to speed up  
Installation Tools  deployments of PRIMEFLEX for SAP HANA environments, following best practices, making them robust, 

secure and compliant with requirements from SAP. They can be accessed with a valid Solution Identifier 
for PRIMEFLEX for SAP HANA. 
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Implementation Services 
 

ImplementationPack Fsas technologies offers an ImplementationPack for PRIMEFLEX for SAP HANA to build a fully functional 
infrastructure that is completely ready to receive VM guests. For details, please see the related data 
sheets. 
◼ ImplementationPack (Germany only) 
◼ Remote ImplementationPack (EMEA outside Germany) 
◼ ImplementationPack (Germany only) for Virtualized Deployments 
◼ Remote ImplementationPack for Virtualized Deployments (EMEA outside Germany) 

 
Support Services 
 

SolutionPack As a recommended support service extending the standard hardware and software support, Fsas 
Technologies offers a SolutionPack designed to deliver incident management with a single point of 
contact. For details, please see the SolutionPack data sheet and the related Technical Appendix for 
PRIMEFLEX for SAP HANA. 

 
SAP HANA Certification 
 

 Current and previous SAP HANA Certified Hardware with supported operating systems can be found 
here: Certified and Supported SAP HANA® Hardware Directory 

Warranty 
 

 3 years class A / standard hardware warranty for PRIMERGY servers. 

 
 
 

 

https://eu.fsastech.com/eu/primeflex-sap-hana
https://docs.ts.fujitsu.com/dl.aspx?id=aff042d4-0f7c-4712-85a5-1685ddcbce54
https://docs.ts.fujitsu.com/dl.aspx?id=09964120-234a-450d-b9a2-858a270a1d72
https://docs.ts.fujitsu.com/dl.aspx?id=8abc6582-50de-4675-a7c4-b82e233fb5b5
https://docs.ts.fujitsu.com/dl.aspx?id=7e7d3921-d507-4945-9487-bec1d71618b5
https://sp.ts.fujitsu.com/dmsp/Publications/public/ds-services-FIS-SolutionPack-en.pdf
https://docs.ts.fujitsu.com/dl.aspx?id=9a8a2e66-e915-49f8-9550-9d38dea37de1
https://docs.ts.fujitsu.com/dl.aspx?id=9a8a2e66-e915-49f8-9550-9d38dea37de1
https://www.sap.com/dmc/exp/2014-09-02-hana-hardware/enEN/#/solutions?filters=appliance;v:deCertified;ve:7&sort=Latest%20Certification&sortDesc=true
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More information 
 
 

  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Contact 
Fsas Technologies 
 
www.fsastech.com/en-eu/  
2025-11-25 WW-EN 

Fsas Technologies provides a range of 
platform solutions combining reliable 
products from Fsas Technologies 
combined with the best in services, 
know-how and worldwide partnerships. 

 
Fsas Technologies Portfolio 
Built on industry standards, Fsas 
Technologies offers a full portfolio of 
datacenter hardware, software and related 
services. This allows customers to select 
alternative sourcing and delivery models to 
increase their business agility and to improve 
their IT operation’s efficiency and reliability. 

 
Data Center Solutions 
www.fsastech.com/en-eu/ 

More information Products, solutions & services Copyrights 

To learn more about PRIMEFLEX for SAP 
HANA, please contact your Fsas 
Technologies sales representative or 
business partner, or visit the website. 

Fujitsu Green Policy Innovation is our 
worldwide project for reducing burdens 
on the environment. Using our global 
know-how, we aim to contribute to the 
creation of a sustainable environment 
for future generations through IT. 
Please find further information at 
http://www.fujitsu.com/global/about/en
vironment 
 

Green policy innovation 

Copyright 2025 Fsas Technologies 
All rights reserved, including intellectual 
property rights. Designations may be 
trademarks and/or copyrights of the 
respective owner, the use of which by 
third parties for their own purposes may 
infringe the rights of such owner. For 
further information see terms of use.  

Please note that the data sheet reflects 
the technical specification with the 
maximum selection of components for 
the named system and not the detailed 
scope of delivery. The scope of delivery 
is defined by the selection of 
components at the time of ordering. The 
product was developed for normal 
business use. Technical data is subject 
to modification and delivery subject to 
availability. Any liability that the data 
and illustrations are complete, actual or 
correct is excluded. Designations may 
be trademarks and/or copyrights of the 
respective owner, the use of which by 
third parties for their own purposes may 
infringe the rights of such owner. 

Disclaimer 

https://eu.fsastech.com/eu/primeflex-sap-hana
http://www.fsastech.com/en-eu/
http://www.fsastech.com/en-eu/
http://www.fujitsu.com/emeia/pf4ntx
http://www.fujitsu.com/global/about/environment
http://www.fujitsu.com/global/about/environment
https://www.fujitsu.com/emeia/resources/navigation/terms-of-use.html

